


Slimline Axial Fan — DWA Series

« DWA series are designed for the
removal of odours and moisture from
toilets, bathrooms, small offices and

‘o ati DWA 100
any small room requiring ventilation. DWA 200 DWA300
- Fan casings and impellers are L 5

manufactured from tough injection
moulded polypropylene, the front

grille from high quality ABS and the _—
neon indicators from polycarbonate.
e Class Il electrical insulation and =S 2 i
splash proof protection.
< All motor are single phase, shaded - W ]
pole, 230V, 50Hz fitted with internal
thermal protection devise to protect
against abnormal overheating. Model A c D oE (‘I’(\g)
= Max. working temp +40 C DWA100 | 158 | 68 | 85 | 98 | 0.4
Easy to install, aesthetically pleasing, DWA 200 | 180 83 108 | 118 | 0.80
slimline and extremely quiet. DWA300 | 200 | 104 | 129 | 152 | 1.44
All Dimension in mm.
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Model Op:r?ilr?g @ ’\:Ina?i(/r? Po\)/vver Motor P,\(i:e Hz Voltage (;?3(;:‘1) RPM
DWA 100 100mm 95 13 Single Phase 2 50 230 40 2500
DWA 200 125mm 185 20 Single Phase 2 50 230 45 2500
DWA 300 160mm 280 35 Single Phase 2 50 230 47 2200
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The company is always improving and developing its products, therefore the company reserves the right to make changes to the illustrated products. Certified dimension will be provided upon request.
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